
 

ESCO/marketer Connectivity Profile for Consolidated Edison’s Retail Choice Program 
 
 

ESCO Name:  
ESCO Address:  
  
  
  
  
ESCO Business Contact:  
   Email Address:  
   Telephone:  
   Fax:  
   Preferred Method of Contact:  
  
EDI Testing Contact:  
   Email Address:  
   Telephone:  
   Fax:  
   Preferred Method of Contact:  
  
EDI Production Contact:  
   Email Address:  
   Telephone:  
   Fax:  
   Preferred Method of Contact:  
  
Connectivity Point of Contact:  
   Email Address:  
   Telephone:  
   Fax:  
   Preferred Method of Contact:  

 

Communication Information (GISB 1.4): 
 Test Production 
ISA Qualifier   
ISA Sender/Receiver ID   
GS Sender/Receiver ID   
DUNS Qualifier   
DUNS Number   
GISB Common Code   
Delimiter Information: 
Element Separator   
Sub-Element Separator   
Segment Terminator   
GISB URL (with port):   
Username   
Password   

 



 

 

To be completed by the Utility only: 
Date Received:  
Date Implemented:  
ESCO’s Con Edison Account Number:  
Marketer Number:  
Corp ID  
Service Type  
Billing Option(s)  
Payee code (if CUBS)  

Connectivity Notes 
The ISA14 should always be ‘0’.  Con Edison does not support TA1 requests. 
The ISA11 value should always be ‘U’. 
EDI Vendors should always provide unique GS Sender/Receiver Ids for each ESCO/marketers they 
serve. 
The following are valid Separator/Terminators:  
~ ^ | \ / : * >
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