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E-Mobility Interconnection Guide

New & Upgraded Electric Service Overview
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Utility infrastructure needed to serve a site depends on 
the load and service conditions in the area
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Utility service requirements will vary based on site 
conditions and the proposed EV charging scope

Service Type
(Service Voltage)

Typical Load 
(kW) Project Timeline* Customer-Side Equipment and Space
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Non-Network Service Cable 
(Overhead)
(120/240V, 120/208V)

<300 kW 4-6 Months
 Meter housing

 Weather-head installation

Padmount Transformer
(120/208V, 120/240V, 265/460V)

300-2,000 kW 12-18 Months
 Meter housing
 Concrete pad (typical space requirements: 12' x 12')
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Network Service Cable 
(Underground)
(120/208V, 120/240V)

<500 kW

4-6 Months 
(existing conduit)

9-12 Months 
(trenching needed)

 End line box and meter housing
 Service conduit

208V Multibank
(120/208V)

500-5,000 kW 24-36 Months  Space for below ground vaults in the sidewalk or a blockhouse on 
customer property (typical space requirements: 11’ x 60-75’)

460V Multibank
(265/460V)

2,000-10,000 kW 24-36 Months
 Space for below ground vaults and network protectors in the 

sidewalk or a blockhouse on customer property (typical space 
requirements: 20’ x 50-60’)

High Tension Service
(4kV, 13kV, 27kV, 33kV)

>8,000 kW 36+ Months
 Customer-owned transformers, network protectors, and switchgear 
 Large space on customer property for customer-designed and 

owned blockhouse

*From receiving a service determination to energization. Varies based on site-specific conditions. Relies on timely 
completion of customer design and construction responsibilities
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Non-Network Service Cable (Overhead)

Con Edison Role  Install cables to property
 Complete any needed upstream modifications and upgrades

Customer Role  Install any needed pole or weather-head with standpipe on 
customer property

 Install meter housing, and any needed cable and conduit from 
service connection point to meter and to customer equipment

Design & Equipment 
Considerations

 May come overhead to a point of attachment on a building or 
customer pole

 Customer must meet certain clearances for service connection 
point (heights, windows, etc.)

 Customer provided step-up transformer needed for DCFC 
charging

Timeline Drivers  Need for new or modified poles or other structures
 Utility-side transformer or feeder reinforcement

Typical Load (kW) Service Voltage Project Timeline

<500 kW 120/240V, 120/208V 4-6 Months

Field Sketch Example
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Service Determination Example

Padmount Transformer

Con Edison Role  Install conduit and cables to property line
 Furnish and deliver transformer

Customer Role  Identify on-site space and construct concrete pad within 
customer premise

 Construct property line manhole, meter housing, and all on-site 
cable and conduit

Design & Equipment 
Considerations

 Concrete pad dimensions, conduit openings, and clearances 
must meet Con Edison specifications

 Typical space requirements: 12’ x 12'
 In flood zones, must design to FEMA+5'
 Install bollards or barriers around transformer and switchgear 

equipment located near vehicular traffic

Timeline Drivers  Customer construction schedule
 Primary conduit must be installed prior to Con Edison 

construction (stubbed out 1’ past the property line)
 Extent of upstream utility work required

Typical Load (kW) Service Voltage Project Timeline

300-2,000 kW 120/240V, 120/208V, 
265/460V 12-18 Months
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Field Sketch Example

Network Service Cable (Underground)

Con Edison Role  Install conduit and cables to property
 Complete any needed upstream modifications and upgrades

Customer Role  Construct end line box or customer manhole at property line
 Install meter housing and any needed conduit and cable to 

meter and customer equipment

Design & Equipment 
Considerations

 Customer will need a step-up transformer for DCFC charging at 
460V

Timeline Drivers  Service conduit must be installed prior to Con Edison 
construction (stubbed out 1’ past the property line)

 Extent of new conduit and trenching required
 Municipal restrictions on digging in recently paved streets

Typical Load (kW) Service Voltage Project Timeline

<800 kW 120/240V, 120/208V

4-6 Months 
(existing conduit)

9-12 Months 
(trenching needed)
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208V Multibank

Con Edison Role  Construct vaults if located below ground in sidewalk along the property 
line*

 Furnish and deliver transformers

Customer Role  Identify space and secure required permits 
 Construct transformer spaces if located inside customer property
 Construct service termination point to interface with service take-offs

Design & Equipment 
Considerations

 Often Includes 3 or more transformers to meet redundancy rules, 
though 1 and 2 transformer arrangements may be used

 Includes a bus compartment between vaults which houses a 
connection between the transformers and the customer

 Typical space requirements: 11’ x 60-75’
 In flood zones, must design to FEMA+5’
 Requires DOT permit approval when located in the sidewalk
 Requires a sewer connection for drainage
 May be installed inside customer property in vaults, above ground 

structures, or interior building spaces that meet specifications

Timeline Drivers  Space identification, design, and permitting
 Civil construction

Typical Load (kW) Service Voltage Project Timeline

500-5,000 kW 120/208V 24-36 Months

Reference Specifications
 EO-2080 - Design Of 120/208 Volt Network Installations 

 EO-13895-B & EO-13124-B - Transformer Vault Plans

*Customer may elect to perform under a Developer Agreement (see slide 14)

http://www.coned.com/-/media/files/coned/documents/es/specs/EO-2080.pdf
https://www.coned.com/-/media/files/coned/documents/es/specs/EO-13895-B.pdf
https://www.coned.com/-/media/files/coned/documents/es/specs/EO-13124-B.pdf
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460V Multibank

Con Edison Role  Construct transformer vaults if located below ground in sidewalk along 
the property line*

 Furnish and deliver transformers and network protectors

Customer Role  Identify space and secure required permits
 Construct blockhouse or other transformer and network protector 

spaces located inside customer property
 Construct service termination point to interface with service take-offs

Design & Equipment 
Considerations

 Typical installations include at least 3 transformers (up to a max of 6) 
to meet redundancy rules

 Each transformer is paired with a separately housed network protector 
which prevents back feed and faults from affecting other infrastructure

 Transformers may be housed in vaults in the sidewalk or in 
appropriate spaces on customer property

 Network protector rooms must always be above flood level (FEMA+5’) 
and located on customer property and within 25’ of transformer vaults

 Requires DOT permit approval when located in the sidewalk
 Typical space requirements: 20’ x 50-60’

Timeline Drivers  Space identification, design, and permitting
 Civil construction

Typical Load (kW) Service Voltage Project Timeline

2,000-10,000 kW 265/460V 24-36 Months

Reference Specifications
 EO-2079 - Design Of 265/460 Volt Network Installations

 EO-5023 – Requirements for Construction of 265/460 Volt Network 
Installations

 EO-5051 – Design and Construction of 265/460 Volt Network 
Installations by Contractors

*Customer may elect to perform under a Developer Agreement (see slide 14)

http://www.coned.com/-/media/files/coned/documents/es/specs/EO-2079.pdf
http://www.coned.com/-/media/files/coned/documents/es/specs/EO-5023.pdf
http://www.coned.com/-/media/files/coned/documents/es/specs/EO-5051.pdf
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High Tension Service

Con Edison Role  Extend feeders to property line
 Review, approve, and inspect design and installation work

Customer Role  Design, construct, operate, and maintain all space and 
equipment

Design & Equipment 
Considerations

 Installed on customer property
 Customer property line manhole(s) required
 Must meet Con Edison specifications
 Must provide 24/7 access to Con Edison
 In flood zones, must design to FEMA+5’

Timeline Drivers  Unique, site-specific design
 Custom equipment

Typical Load (kW) Service Voltage Project Timeline

>8,000 kW 4kV, 13kV, 27kV, 33kV 36+ Months

Reference Specifications
 Guide for Installing High Tension Service

 EO-2022 – General Specification for High Tension Service

https://cdne-dcxprod-sitecore.azureedge.net/-/media/files/coned/documents/small-medium-large-businesses/high-tension-service.pdf?rev=1e1d3781b6344b2ab426c683c0c7a0b5&hash=88531D1CA29F157E3C9E18E5F6E85DAF
http://www.coned.com/-/media/files/coned/documents/es/specs/EO-2022.pdf
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Service Request Submission

Required Documents
Required Document Checklist

1. Load Letter template example
Overview of the scope of the project, the equipment to 
be installed, and the level of new load to be added

2. One-Line Diagram guidance
Detailed electrical design and specifications of the 
proposed project

3. Site Plan guidance
Layout of the site showing all proposed and existing 
buildings and equipment

4. Equipment Cut Sheet
Manufacturer product specifications for planned 
charging equipment

5. Letter of Authorization form
Signed consent from the property owner to undertake 
the project and work with any third parties

If you plan to participate in… You should submit your service request…

Light-Duty PowerReady 
Program Through the EV Participant Portal (Instructions)

Medium Heavy-Duty 
PowerReady Program Through Project Center

Micromobility Program Through the EV Participant Portal 

No Incentive Programs Through Project Center

https://cdne-dcxprod-sitecore.azureedge.net/-/media/files/coned/documents/our-energy-future/technology-and-innovation/electric-vehicles/make-ready-program/required-documents.pdf
https://cdnc-dcxprod2-sitecore.azureedge.net/-/media/files/coned/documents/our-energy-future/technology-and-innovation/electric-vehicles/make-ready-program/load-letter-template.docx?rev=e8c49805193c4c51beab29cbea048660&hash=B1925E15688B1D1B6700BA62B0D20873
https://cdnc-dcxprod2-sitecore.azureedge.net/-/media/files/coned/documents/our-energy-future/technology-and-innovation/electric-vehicles/make-ready-program/load-letter-guidance.pdf?rev=19037669c0ae4ce1a18b8a6fc6e2d7d2&hash=F7B4FE54A986616F90FF2B3C47B1E64B
https://cdnc-dcxprod2-sitecore.azureedge.net/-/media/files/coned/documents/our-energy-future/technology-and-innovation/electric-vehicles/make-ready-program/one-line-diagram-guidance.pdf?rev=cac0d742ab764ef2b94120d32070a7aa&hash=F87125470CAE8AFD1AB5A492B278DA27
https://cdnc-dcxprod2-sitecore.azureedge.net/-/media/files/coned/documents/our-energy-future/technology-and-innovation/electric-vehicles/make-ready-program/site-plan-guidance.pdf?rev=44779c61b2a3437c988d4a071f98ced6&hash=D967ACB1212A35592FCC5692B8C13581
https://cdnc-dcxprod2-sitecore.azureedge.net/-/media/files/coned/documents/our-energy-future/technology-and-innovation/electric-vehicles/make-ready-program/customer-letter-of-authorization.pdf?rev=043d13f17ff44c8ab32b20e7df73b75e&hash=AB81B2C2A16754E2C737981E61CDDAD4
https://conedev.my.site.com/s/login/SelfRegister
https://www.coned.com/en/our-energy-future/electric-vehicles/-/media/b2edb649fc584751ba73692a9dd25648.ashx
https://www.coned.com/en/small-medium-size-businesses/building-project-center
https://conedev.my.site.com/s/login/SelfRegister
https://www.coned.com/en/small-medium-size-businesses/building-project-center
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Con Edison Interconnection Cost
Electric service is provided at no cost when the customer accepts 
Con Edison’s plan (Company Plan)

• Con Edison’s service determination constitutes a least-cost Company Plan to 
provide adequate service to support the loads requested in a customer’s service 
request

• There is no cost to customers for the Con Edison portion of service upgrades or 
new service provision if they accept the Company Plan

• Customers may be responsible for some costs related to customer-side work to 
support the utility upgrade (design, permitting, construction inside the property 
line or after the point of service termination)

Customers may incur costs from Con Edison under certain 
scenarios

• Temporary Service: Customers are responsible for full cost of installation and 
removal when requesting a temporary service to support construction or interim 
operation before a full service upgrade is complete. Curbside services are 
considered temporary service.

• Accommodations & Excess Distribution: Customers are responsible for the 
difference in cost when requests result in a higher cost than the Company Plan 
(e.g. different point of entry, more than one service per property, additional 
service capacity)

Con Edison Tariff

5.3.1 Company Obligations
“The Company shall install any necessary distribution line, service line or 
appurtenant facilities, with sufficient capacity and using suitable material 
which, in its judgment, will assure that an applicant receives
safe and adequate service.”

5.2.2 Change in Location of Service Line and Appurtenant Facilities
“Any change requested in the point of service termination or location of the 
service line and appurtenant facilities, provided such change is approved 
by the Company, will be made at the expense of the applicant, who shall 
pay in advance the Company's estimated cost of such change”

5.6.1 Space for Transforming Apparatus
“The Customer shall provide suitable space and reasonable access 
thereto, without rental charge. To facilitate access and ventilation, such 
suitable space shall be immediately adjacent to the property line and 
outside the building and, for underground service, immediately below 
street grade.”

5.6.2 Interior Distribution Installation
“The Company's transformers and associated equipment may be installed 
by the Customer at one or more points in the building or premises on the 
same or different levels, provided that the entire service installation within 
the premises, including the installation of, and connections to the 
Company's transformers and associated equipment, or replacements 
thereof, is made at the Customer's expense in accordance with the 
Company's specifications”

https://consolidatededison.sharepoint.com/sites/EVs/EV%20Shared%20Documents/Forms/AllItems.aspx?id=%2Fsites%2FEVs%2FEV%20Shared%20Documents%2FAdvisory%20Services%2FGrid%20Education%20Resources%2FRates%2Felectric%2Dtariff%2Epdf&parent=%2Fsites%2FEVs%2FEV%20Shared%20Documents%2FAdvisory%20Services%2FGrid%20Education%20Resources%2FRates
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Developer Agreement

 Available for projects where vault construction is Con Edison’s 
responsibility (208V or 460V transformer vaults in public right-of-
way or touching property line along public right-of-way)

 Customer performs civil construction of vaults and sewer 
connections 

 Con Edison reimburses customer at a set rate based on the 
specific project scope

 Con Edison can provide materials as available and appropriate 
(pre-cast vaults, conduit, etc.)

 Customer and their contractor  must secure insurance to Con 
Edison’s standard

Potential to reduce project timeline by avoiding hand-offs and 
site coordination between Customer and Con Edison
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Con Edison’s Bluebook 

Electric installation requirements 
• Electric work request process

• General information

• FAQ 
 

Specifications
• Customer wiring and equipment 

• Equipment specifications

• Approved equipment list  
 

https://www.coned.com/-/media/files/coned/documents/small-medium-
large-businesses/electricbluebook.pdf

https://www.coned.com/-/media/files/coned/documents/small-medium-large-businesses/electricbluebook.pdf
https://www.coned.com/-/media/files/coned/documents/small-medium-large-businesses/electricbluebook.pdf
https://www.coned.com/-/media/files/coned/documents/small-medium-large-businesses/electricbluebook.pdf
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